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(5) Certification of the testing and
examination of wire rope;

(6) Certification of the heat treat-
ment of chains, rings, hooks, shackles,
and swivels which require such treat-
ment; and,

(7) Certification of the annual thor-
ough examinations of gear not required
to be periodically heat treated.

(e) The authorization for an organiza-
tion to perform the required inspection
is granted by the Commandant (G–
MOC), and will continue until super-
seded, canceled, or modified. The fol-
lowing organization is currently recog-
nized, by the Commandant (G–MOC), as
having the technical competence to
handle the required inspection:

The International Cargo Gear Bureau, Inc.,
with home office at 90 West Street, Suite
1612, New York, New York 10006.

[CGFR 65–50, 30 FR 16662, Dec. 30, 1965, as
amended by CGD 95–028, 62 FR 51197, Sept. 30,
1997]

§ 31.10–17 Reinspection—TB/ALL.

(a) At least one reinspection shall be
made on each vessel holding a certifi-
cate of inspection valid for two years.
This reinspection will be made, where
possible, between the tenth and four-
teenth month of the period for which
the certificate is valid. No written ap-
plication for reinspection will be re-
quired.

(b) The inspector shall examine all
accessible parts of the vessel’s hull,
machinery, and equipment to be as-
sured that it is in a satisfactory condi-
tion.

(c) In general, the scope of the rein-
spection shall be the same as for the
inspection for certification, but will be
in less detail unless it is determined
that a major change has occurred since
the last inspection.

(d) Nothing in this subpart shall be
construed as limiting the inspector
from making such tests or inspections
as he deems necessary to be assured of
the seaworthiness of the vessel.

(e) If the reinspection reveals defi-
ciencies in the maintenance as called
for by the regulations in this sub-
chapter, such necessary repairs or im-
provements shall be made as may be
ordered.

§ 31.10–18 Firefighting equipment:
General—TB/ALL.

(a) It shall be the duty of the owner,
master, or person in charge of a tank
vessel to require and have performed at
least once in every 12 months, the tests
and inspections of all hand portable
fire extinguishers, semiportable fire ex-
tinguishing systems, and fixed fire ex-
tinguishing systems on board, as de-
scribed in paragraphs (b), (c), and (d) of
this section. The owner, master, or per-
son in charge shall keep records of such
tests and inspections showing the dates
when performed, the number and/or
other identification of each unit tested
and inspected, and the name(s) of the
person(s) and/or company conducting
the tests and inspections. Such records
shall be made available to the marine
inspector upon request and shall be
kept for the period of validity of the
vessel’s current certificate of inspec-
tion. Where practicable, these records
should be kept in or with the vessel’s
logbook. The conduct of these tests and
inspections does not relieve the owner,
master, or person in charge of his re-
sponsibility to maintain this firefight-
ing equipment in proper condition at
all times.

(b) The following tests and inspec-
tions of portable fire extinguishing
equipment shall be made:

TABLE 31.10–18(B)

Type unit Test

Soda acid ...................... Discharge. Clean hose and inside
of extinguisher thoroughly. Re-
charge.

Foam ............................. Discharge. Clean hose and inside
of extinguisher thoroughly. Re-
charge.

Pump tank (water or
antifreeze).

Discharge. Clean hose and inside
of extinguisher thoroughly. Re-
charge with clean water or anti-
freeze.

Cartridge operated
(water, antifreeze or
loaded stream).

Examine pressure cartridge and
replace if end is punctured or if
cartridge is otherwise deter-
mined to have leaked or to be in
unsuitable condition. Remove
liquid, clean hose and inside of
extinguisher thoroughly. Re-
charge with clean water, solu-
tion, or antifreeze. Insert
charged cartridge.

Stored pressure (water,
antifreeze or loaded
stream).

See that pressure gage is in oper-
ating range. If not, or if seal is
broken, weigh or otherwise de-
termine that full charge is in ex-
tinguisher. Recharge if pressure
is low or if extinguishing agent is
needed.
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